
18V Mobile C1 Brad Nailer



Product Objectives

• Develop a 18V Brad Nailer to suit the needs of second fix carpenters, cabinet 
makers and joiners 

• Expand the LXT range into a new category



Belt Clip

Compatible with 1.5Ah /  
3.0Ah / 4.0Ah and 5.0Ah 
Li-Ion batteries

Driving depth adjustment

LED Low Battery Indicator

Ergonomic soft grip handle 

Magazine capacity: 
110pcs C1 Nails 

Rocker switch to select fire mode 

Slim Nose design

Anti-dry fire mechanism

Product Overview



Voltage 18V

Nail: Type                                 

Length
Nail Gauge

Finish

15 to 50mm
18Ga

Magazine capacity 110

Quick Response 2 pcs/sec

Overall Length 294mm

Net Weight 2.9kg

• Driving Depth Adjustment – easy adjustment of the 
driving depth of your nails

• Slim nose design – with rubber bumper protects the work 
piece from damage and maximises user view

• Anti-dry fire mechanism – prevents firing when nail 
cartridge is depleted protecting the unit against damage

• Magazine capacity – cartridge fits up to 110pcs of C1 
(18Ga) nails between 15 – 50mm

• Ergonomic soft grip handle – maximises user comfort 
and control

• LED Low Battery Indicator – flashes when battery has 
20% or less remaining and remains on if battery is depleted

• Rocket switch to select fire mode – choose between 
sequential / bump fire mode

• Belt Clip – provides convenient hanging via a tool belt

Product Specification Sheet



Ergonomics

Precision Versatility

Innovation

Easy to see slim nose tip. 
Quick and easy access to fastening point

Driving depth adjustment,
easily changed by a switch

Only 28mm distance between nail exit and 
tool body

Rocker switch to select 
sequential mode or bump fire mode

Key Features



Longer run time then competitors 
Enables up to 2000 shots on a single battery charge (BL1850)

Makita - DBN500

Shot Quantity on a 
single charge

2000

Advantages



Minimal distance between nose tip and tool body
This enables the user to view around the nose tip and fasten narrow spots. 

Only 28mm distance 
between nail exit and 
tangential line of front 
body.

28mm

Advantages



Rocker switch 
Easy selection of Sequential mode / Bump fire mode

Sequential - Nails can be shot continuously

Bump Fire - One nail can be shot at a time

Advantages



Compatibility

Compatible with Li-Ion batteries from 1.5Ah up to 5.0Ah with *fast charging 

and longer run times *DC18RC/DC18RD 

Fast Charging

Advantages



Advantages



Standard Equipment

346317-0

(251414-2)

Belt Clip

(Screw 
M4x12)

424121-8
Nose 

Adaptor

783201-2 Hex Wrench

Optional Accessories

BL1815N
BL1830

BL1840
BL1850

1.5Ah Battery
3.0Ah Battery

4.0Ah Battery
5.0Ah Battery

DC18RC

DC18SD

Fast Charger

Standard 
Charger

DC18RD

Same Time 

Dual Port
Rapid Charger

Accessories


