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Product Overview

LED Job Light

Same Forward/Reverse Torque

Variable Speed Trigger
Easy-to-Hold Design
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Max Capacities Standard Bolt

Max Capacities High Tensile Bolt

No-Load Speed

Impact Rate

Max Fastening Torque

Drive Shank

Overall Length

Skin Weight

Weight (With BL1041B Battery)
Voltage

M8 - M12

M6 -M10

0-2,600rpm

0-3,200ipm

60Nm
6.35mm (1/4") Square
161mm
1.1kg
1.48kg
12V Max

LED Job Light — With pre-glow and after-glow
function to illuminate workpiece.

Variable Speed Trigger — Allows the user to have
full control over the speed of rotation at their
fingertips. Trigger controls variable speed between
0-2,600rpm.

Same Forward/Reverse Torque - Ensuring that
any bolt that is fasten by the wrench can also quickly
and easily be removed.

Easy-to-Hold Design — The handle is easy to hold
allowing the user to maneuver the tool with ease,
the handle is also lined with soft rubber to enhance
comfort.

Compact eXtreme Technology (CXT) — Ultra
compact design at 16 1mm in length and lightweight
at 1.48kg with a 4.0Ah battery.



Advantages
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Delivers 60Nm fastening torque in forward Variable speed for a variety of fastening
and reverse. applications.

1/4" Square drive fits most common
automotive sockets reduced fatigue



Accessories

Standard Accessories Optional Accessories

- Batteries
266622-8 M4 x 12mm Screw BL1016 T15Ah
— BL1021B 2Ah
- l 346909-5 Hook BL1041B 4Ah
e
Chargers
DC10WD Standard Charger
DC10SB Rapid Charger

DCI10RE 12V Max/18V Rapid Charger
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