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When removing the wireless unit, open the lid slowly. 
The hooks on the back of the lid will lift the wireless unit 
as you pull up the lid.
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►   �1. Wireless unit 2. Hook 3. Lid

After removing the wireless unit, keep it in the supplied 
case or a static-free container.

NOTICE: Always use the hooks on the back of 
the lid when removing the wireless unit. If the 
hooks do not catch the wireless unit, close the lid 
completely and open it slowly again.

Tool registration for the vacuum 
cleaner
NOTE: A Makita vacuum cleaner supporting the 
wireless activation function is required for the tool 
registration.
NOTE: Finish installing the wireless unit to the tool 
before starting the tool registration.
NOTE: During the tool registration, do not pull the 
switch trigger or turn on the power switch on the 
vacuum cleaner.
NOTE: Refer to the instruction manual of the vacuum 
cleaner, too.

If you wish to activate the vacuum cleaner along with 
the switch operation of the tool, finish the tool registra-
tion beforehand.
1.	 Install the batteries to the vacuum cleaner and the 
tool.

2.	 Set the stand-by switch on the vacuum cleaner to 
"AUTO".
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►   �1. Stand-by switch

3.	 Press the wireless activation button on the vac-
uum cleaner for 3 seconds until the wireless activation 
lamp blinks in green. And then press the wireless acti-
vation button on the tool in the same way.
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►   �1. Wireless activation button 2. Wireless activation 
lamp

If the vacuum cleaner and the tool are linked success-
fully, the wireless activation lamps will light up in green 
for 2 seconds and start blinking in blue.
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NOTE: The wireless activation lamps finish blinking 
in green after 20 seconds elapsed. Press the wireless 
activation button on the tool while the wireless acti-
vation lamp on the cleaner is blinking. If the wireless 
activation lamp does not blink in green, push the wire-
less activation button briefly and hold it down again.
NOTE: When performing two or more tool registra-
tions for one vacuum cleaner, finish the tool registra-
tion one by one.

Starting the wireless activation 
function
NOTE: Finish the tool registration for the vacuum 
cleaner prior to the wireless activation.
NOTE: Refer to the instruction manual of the vacuum 
cleaner, too.

After registering a tool to the vacuum cleaner, the 
vacuum cleaner will automatically runs along with the 
switch operation of the tool.
1.	 Install the wireless unit to the tool.
2.	 Connect the hose of the vacuum cleaner with the 
tool.

3.	 Set the stand-by switch on the vacuum cleaner to 
"AUTO".
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►   �1. Stand-by switch

4.	 Push the wireless activation button on the tool 
briefly. The wireless activation lamp will blink in blue.
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►   �1. Wireless activation button 2. Wireless activation 
lamp

5.	 Pull the switch trigger of the tool. Check if the 
vacuum cleaner runs while the switch trigger is being 
pulled.
To stop the wireless activation of the vacuum cleaner, 
push the wireless activation button on the tool.

NOTE: The wireless activation lamp on the tool will 
stop blinking in blue when there is no operation for 
2 hours. In this case, set the stand-by switch on the 
vacuum cleaner to "AUTO" and push the wireless 
activation button on the tool again.
NOTE: The vacuum cleaner starts/stops with a delay. 
There is a time lag when the vacuum cleaner detects 
a switch operation of the tool.
NOTE: The transmission distance of the wireless unit 
may vary depending on the location and surrounding 
circumstances.
NOTE: When two or more tools are registered to one 
vacuum cleaner, the vacuum cleaner may start run-
ning even if you do not pull the switch trigger because 
another user is using the wireless activation function.
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Description of the wireless activation lamp status
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►   �1. Wireless activation lamp

The wireless activation lamp shows the status of the wireless activation function. Refer to the table below for the 
meaning of the lamp status.

Status Wireless activation lamp Description

Color  
On

 
Blinking

Duration

Standby Blue 2 hours The wireless activation of the vacuum cleaner is available. The 
lamp will automatically turn off when no operation is performed 
for 2 hours.

When 
the tool is 
running.

The wireless activation of the vacuum cleaner is available and the 
tool is running.

Tool 
registration

Green 20 seconds Ready for the tool registration. Waiting for the registration by the 
vacuum cleaner.

2 seconds The tool registration has been finished. The wireless activation 
lamp will start blinking in blue.

Cancelling 
tool 

registration

Red 20 seconds Ready for the cancellation of the tool registration. Waiting for the 
cancellation by the vacuum cleaner.

2 seconds The cancellation of the tool registration has been finished. The 
wireless activation lamp will start blinking in blue.

Others Red 3 seconds The power is supplied to the wireless unit and the wireless activa-
tion function is starting up.

Off - - The wireless activation of the vacuum cleaner is stopped.
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Cancelling tool registration for the 
vacuum cleaner

Perform the following procedure when cancelling the 
tool registration for the vacuum cleaner.
1.	 Install the batteries to the vacuum cleaner and the 
tool.
2.	 Set the stand-by switch on the vacuum cleaner to 
"AUTO".
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►   �1. Stand-by switch

3.	 Press the wireless activation button on the vac-
uum cleaner for 6 seconds. The wireless activation 
lamp blinks in green and then become red. After that, 
press the wireless activation button on the tool in the 
same way.
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►   �1. Wireless activation button 2. Wireless activation 
lamp

If the cancellation is performed successfully, the wire-
less activation lamps will light up in red for 2 seconds 
and start blinking in blue.

NOTE: The wireless activation lamps finish blinking in 
red after 20 seconds elapsed. Press the wireless acti-
vation button on the tool while the wireless activation 
lamp on the cleaner is blinking. If the wireless acti-
vation lamp does not blink in red, push the wireless 
activation button briefly and hold it down again.
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Troubleshooting for wireless activation function
Before asking for repairs, conduct your own inspection first. If you find a problem that is not explained in the manual, 
do not attempt to dismantle the tool. Instead, ask Makita Authorized Service Centers, always using Makita replace-
ment parts for repairs.

State of abnormality Probable cause (malfunction) Remedy

The wireless activation lamp does 
not light/blink.

The wireless unit is not installed into the tool. 
The wireless unit is improperly installed 
into the tool.

Install the wireless unit correctly.

The terminal of the wireless unit and/or 
the slot is dirty.

Gently wipe off dust and dirt on the terminal of the 
wireless unit and clean the slot.

The wireless activation button on the 
tool has not been pushed.

Push the wireless activation button on the tool 
briefly.

The stand-by switch on the vacuum 
cleaner is not set to "AUTO".

Set the stand-by switch on the vacuum cleaner to 
"AUTO".

No power supply Supply the power to the tool and the vacuum cleaner.

Cannot finish tool registration / can-
celling tool registration successfully.

The wireless unit is not installed into the tool. 
The wireless unit is improperly installed 
into the tool.

Install the wireless unit correctly.

The terminal of the wireless unit and/or 
the slot is dirty.

Gently wipe off dust and dirt on the terminal of the 
wireless unit and clean the slot.

The stand-by switch on the vacuum 
cleaner is not set to "AUTO".

Set the stand-by switch on the vacuum cleaner to 
"AUTO".

No power supply Supply the power to the tool and the vacuum cleaner.

Incorrect operation Push the wireless activation button briefly and perform 
the tool registration/cancellation procedures again.

The tool and vacuum cleaner are away 
from each other (out of the transmission 
range).

Get the tool and vacuum cleaner closer to each other. The 
maximum transmission distance is approximately 10 m 
however it may vary according to the circumstances.

Before finishing the tool registration/cancellation; 
- the switch trigger on the tool is pulled or;  
- the power button on the vacuum 
cleaner is turned on.

Push the wireless activation button briefly and 
perform the tool registration/cancellation procedures 
again.

The tool registration procedures for the 
tool or vacuum cleaner have not finished.

Perform the tool registration procedures for both the 
tool and the vacuum cleaner at the same timing.

Radio disturbance by other appliances 
which generate high-intensity radio 
waves.

Keep the tool and vacuum cleaner away from the 
appliances such as Wi-Fi devices and microwave 
ovens.

The vacuum cleaner does not run 
along with the switch operation of 
the tool.

The wireless unit is not installed into the tool. 
The wireless unit is improperly installed 
into the tool.

Install the wireless unit correctly.

The terminal of the wireless unit and/or 
the slot is dirty.

Gently wipe off dust and dirt on the terminal of the 
wireless unit and clean the slot.

The wireless activation button on the 
tool has not been pushed.

Push the wireless activation button briefly and make 
sure that the wireless activation lamp is blinking in blue.

The stand-by switch on the vacuum 
cleaner is not set to "AUTO".

Set the stand-by switch on the vacuum cleaner to 
"AUTO".

More than 10 tools are registered to the 
vacuum cleaner.

Perform the tool registration again. 
If more than 10 tools are registered to the vacuum 
cleaner, the tool registered earliest will be cancelled 
automatically.

The vacuum cleaner erased all tool 
registrations.

Perform the tool registration again.

No power supply Supply the power to the tool and the vacuum cleaner.

The tool and vacuum cleaner are away 
from each other (out of the transmission 
range).

Get the tool and vacuum cleaner closer each other. The 
maximum transmission distance is approximately 10 m 
however it may vary according to the circumstances.

Radio disturbance by other appliances 
which generate high-intensity radio 
waves.

Keep the tool and vacuum cleaner away from the 
appliances such as Wi-Fi devices and microwave 
ovens.

The vacuum cleaner runs while the 
tool's switch trigger is not pulled.

Other users are using the wireless 
activation of the vacuum cleaner with 
their tools.

Turn off the wireless activation button of the other 
tools or cancel the tool registration of the other 
tools.
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MAINTENANCE
CAUTION: Always be sure that the tool is 

switched off and the battery cartridge is removed 
before attempting to perform inspection or 
maintenance.

CAUTION: Clean out the upper and lower 
guards to ensure there is no accumulated saw-
dust which may impede the operation of the lower 
guarding system. A dirty guarding system may limit 
the proper operation which could result in serious 
personal injury. The most effective way to accomplish 
this cleaning is with compressed air. If the dust is 
being blown out of the guards, be sure the proper 
eye and breathing protection is used.

CAUTION: After each use, wipe off the saw 
dust on the tool. Fine saw dust may come inside the 
tool and cause malfunction or a fire.

NOTICE: Never use gasoline, benzine, thinner, 
alcohol or the like. Discoloration, deformation or 
cracks may result.

To maintain product SAFETY and RELIABILITY, 
repairs, any other maintenance or adjustment should 
be performed by Makita Authorized or Factory Service 
Centers, always using Makita replacement parts.

Adjusting 0°-cut accuracy
This adjustment has been made at the factory. But if it is 
off, you can adjust it as the following procedure.
1.	 Slightly loosen the lever on the bevel scale plate.
2.	 Make the base perpendicular to the blade using 
a triangular rule or square rule by turning the adjusting 
screw.
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►   �1. Triangular rule 2. Adjusting screw 3. Lever

3.	 Tighten the lever and then make a test cut to 
check the verticalness.

OPTIONAL 
ACCESSORIES

CAUTION: These accessories or attachments 
are recommended for use with your Makita tool 
specified in this manual. The use of any other 
accessories or attachments might present a risk of 
injury to persons. Only use accessory or attachment 
for its stated purpose.

If you need any assistance for more details regard-
ing these accessories, ask your local Makita Service 
Center.
•	 Circular saw blade
•	 Rip fence (Guide rule)
•	 Hook
•	 Dust nozzle
•	 Hex wrench
•	 Wireless unit
•	 Makita genuine battery and charger

NOTE: Some items in the list may be included in the 
tool package as standard accessories. They may 
differ from country to country.
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